
 

 

  

909X ELECTROMECHANICAL LOCK 
 

Electromechanical lock for narrow profiles, typically used in the exterior doors of apartment buildings and interior doors of 

business premises. 

The lock includes a new double action bolt construction for durable and easy use and they offer a cost-effective way of electric 

locking that is highly advantageous in comparison to e.g. electric strike. 

909X lock can be controlled by a variety of electrical impulse generating equipment such as card reader, keypad or timer. The 

locks can be connected to automatic swing door operators and are an excellent solution for use in Access control systems. 

Frame mounting above the door is also possible. 

Because of its unique symmetrical trigger bolt 909X can be used in swinging doors. 

 

Function. 

Door can be opened by pushing or pulling when electric control is switched on. 

909X can be configured to operate also fail unlocked, when the door can be opened by pushing or pulling when the electric 

control is switched off. 

Lock can always be opened by key, 

New functional features 

• Adjustable backset 

• Non-handed, symmetrical trigger bolt 

• Immediate release of deadlocking 

• Configurable fail locked / fail unlocked 

• Wide operation voltage 

 

Technical Features: 

• Operating voltage: 12-24V DC ( –10%/+15%, stabilized) 

• Current consumption: 240 mA at 12V. / 110 mA at 24V. 

• Adjustable backset: 25 , 30 or 35 mm. 

• Bolt throw: 14,5  mm 

• Operating temperature range: -20ºC to +60ºC 

• Door monitoring contact 
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Adjustable backset Universal  Suppressor diode 

For Access 

Control Systems 
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(door unlockd when 

power off) 
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Technical Drawing 
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